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特征:                                    FEATURES:                              
●   可承受高温和湿度。 

● 可抵受碰撞及强压。 

● 具有准确的尺寸供自动表面装配之用。 

● 应用于电脑产品（硬碟、磁碟机等）、通讯材料、数 

据机、电视组合、录像机等，防止幅射干扰以遵从 

CE，FCC，VDE ，VCC 防幅射条例。 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 

● High resistance to heat and humidity. 

● Resistance to mechanical shocks and pressure.  

● Accurate dimensions for automatically surface mounted 

●Widely use in computer products.(Hard disks,Floppy  
Disks,etc) 、Communcation products、modems、TV sets、 
VCRs、etc.Counter-meaures for complying with CE、FCC 
VDE or VCCI radialiated emissions 

Packaging/包装方式  2000 PCS/REEL 

Inductance Range/电感范围:0.12nH~100nH. 

Temperature Range/使用温度：-30℃～100℃. 

Electrical Characteristics/电气特性 

1、Inductance is measured with a LCR meter: Agilent 4287 or 

equivalent. Test frequency at 25.2MHz-0.796MHz. 

2、DC resistance is measured with a Digital Multimeter 

VR1153 LCR+DCR or equivalent. 

3、The DC Bias test with VR1153 & VR7210, The 

maximum allowable current is a DC current which 

causes initial inductance to decrease by 25%. or 

temperature to rise by 40℃,whichever is smaller. (At 

ambient reference temperature: 20℃). 

1、电感值测试仪：Agilent 4287 或同等 LCR Meter.测试频率

25.2MHz-0.796MHz。 

2、直流电阻测试仪：VR1153 LCR+DCR或同等的DCR测试

设备。 

3、最大容许电流测试：VR1153 & VR7210；最大容许电流定

义：电感下降25%或温度上升40℃时取其小值作为最大容

许电流。（周围环境温度20℃） 
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特征:                                    FEATURES:                               
●   可承受高温和湿度。 

● 可抵受碰撞及强压。 

● 具有准确的尺寸供自动表面装配之用。 

● 应用于电脑产品（硬碟、磁碟机等）、通讯材料、数 

据机、电视组合、录像机等，防止幅射干扰以遵从 

CE，FCC，VDE ，VCC 防幅射条例。 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 

Packaging/包装方式  2000 PCS/REEL 

● High resistance to heat and humidity. 

● Resistance to mechanical shocks and pressure.  

● Accurate dimensions for automatically surface mounted 

●Widely use in computer products.(Hard disks,Floppy  
Disks,etc) 、Communcation products、modems、TV sets、 
VCRs、etc.Counter-meaures for complying with CE、FCC 
VDE or VCCI radialiated emissions 

Inductance Range/电感范围:0.12nH~100nH. 

Temperature Range/使用温度：-30℃～100℃. 

Electrical Characteristics/电气特性 

1、Inductance is measured with a LCR meter: Agilent 4287 or 

equivalent. Test frequency at 25.2MHz-0.796MHz. 

2、DC resistance is measured with a Digital Multimeter 

VR1153 LCR+DCR or equivalent. 

3、The DC Bias test with VR1153 & VR7210, The 

maximum allowable current is a DC current which 

causes initial inductance to decrease by 25%. or 

temperature to rise by 40℃,whichever is smaller. (At 

ambient reference temperature: 20℃). 

1、电感值测试仪：Agilent 4287 或同等 LCR Meter.测试频率

25.2MHz-0.796MHz。 

2、直流电阻测试仪：VR1153 LCR+DCR或同等的DCR测试

设备。 

3、最大容许电流测试：VR1153 & VR7210；最大容许电流定

义：电感下降25%或温度上升40℃时取其小值作为最大容

许电流。（周围环境温度20℃） 
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特征:                                    FEATURES:                               
●   可承受高温和湿度。 
● 可抵受碰撞及强压。 
● 具有准确的尺寸供自动表面装配之用。 
● 应用于电脑产品（硬碟、磁碟机等）、通讯材料、数 

据机、电视组合、录像机等，防止幅射干扰以遵从 
CE，FCC，VDE ，VCC 防幅射条例。 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

Packaging/包装方式  500 PCS/REEL 

● High resistance to heat and humidity. 

● Resistance to mechanical shocks and pressure.  

● Accurate dimensions for automatically surface mounted 

●Widely use in computer products.(Hard disks,Floppy  
Disks,etc) 、Communcation products、modems、TV sets、 
VCRs、etc.Counter-meaures for complying with CE、FCC 
VDE or VCCI radialiated emissions 

Inductance Range/电感范围:0.47uH~1000uH. 

Temperature Range/使用温度：-30℃～100℃. 

Electrical Characteristics/电气特性 

1、Inductance is measured with a LCR meter: Agilent 4287 or 

equivalent. Test frequency at 25.2MHz-0.796MHz. 

2、DC resistance is measured with a Digital Multimeter 

VR1153 LCR+DCR or equivalent. 

3、The DC Bias test with VR1153 & VR7210, The 

maximum allowable current is a DC current which 

causes initial inductance to decrease by 25%. or 

temperature to rise by 40℃,whichever is smaller. (At 

ambient reference temperature: 20℃). 

1、电感值测试仪：Agilent 4287 或同等 LCR Meter.测试频率

25.2MHz-0.796MHz。 

2、直流电阻测试仪：VR1153 LCR+DCR或同等的DCR测试

设备。 

3、最大容许电流测试：VR1153 & VR7210；最大容许电流定

义：电感下降25%或温度上升40℃时取其小值作为最大容

许电流。（周围环境温度20℃） 




